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BZX84C2V4-BAX84C62 

 Plastic-Encapsulate Diodes 

 

BZX84C2V4-BAX84C62  ZENER DIODE 

 

Feature 

 Planar Die Construction 

 Zener Voltages from 2.4V-62V 

 RoHS compliant / Green EMC 

 

 

 

 

 

 

ABSOLUTE MAXIMUM RATINGS (Ta=25℃ unless otherwise noted) 

Parameter Symbol Value Unit 

Forward Voltage @IF=10mA VF 0.9 V 

Power Dissipation (Note1) PD 0.35 W 

Junction Temperature TJ 150 ℃ 

Storage Temperature TSTG -55 ~ +150 ℃ 

 

 

ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted) 

 

SOT-23 

 

Top View 

 



                                      BZX84C2V4-C62 

http://www.sh-greenpower.com                 Shanghai GreenPower Electronic Co.Ltd.                                       2 

ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted) 
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SOT-23 Package Outline Dimensions 
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Symbol 
Dimensions In Millimeters 

Min. Max. 

A 0.90 1.15 

A1 0.00 0.10 

A2 0.90 1.05 

b 0.30 0.50 

c 0.08 0.15 

D 2.80 3.00 

E 1.20 1.40 

E1 2.25 2.55 

e 0.95 REF. 

 e1 1.80 2.00 

L 0.55 REF. 

L1 0.30 0.50 
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