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MM1Z5221B~MM1Z5267B 

 Silicon Planar Zener Diodes 

 

MM1Z5221B~MM1Z5267B ZENER DIODE 

 

Feature 

 Total power dissipation: Max. 500 mW 

 Small plastic package suitable for surface mounted design 

 Tolerance approximately ± 5% 

 

 

 

 

 

 

ABSOLUTE MAXIMUM RATINGS (Ta=25℃ unless otherwise noted) 

Parameter Symbol Value Unit 

Forward Voltage  @ IF = 10mA VF 0.9 V 

Power Dissipation (Note1) PD 500 mW 

Thermal Resistance from Junction to Ambient RθJA 325 ℃/W 

Junction Temperature TJ 150 ℃ 

Storage Temperature TSTG -55 ~ +150 ℃ 

 

  

SOD-123 
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ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted) 
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Typical Characteristics 
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SOD-123 Package Outline Dimensions 
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Symbol 
Dimensions In Millimeters 

Min. Typ. Max. 

A 3.45 3.65 3.85 

B 2.55 2.65 2.75 

C 0.45 0.55 0.65 

D 1.50 1.60 1.70 

E 0.09 0.105 0.12 

F 0.95 1.15 1.35 
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