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1N4148W 

100V-0.15A Fast Switching Diodes 

1N4148W Fast Switching Diodes 

Feature 

⚫ Fast Switching Speed

⚫ High Conductance

⚫ For General Purpose Switching Applications

MARKING: 

ABSOLUTE MAXIMUM RATINGS (Ta=25℃ unless otherwise noted) 

Parameter Symbol Value Unit 

Non-Repetitive Peak Reverse Voltage VRM 100 V 

Repetitive Peak Reverse Voltage VRRM 

100 V Working Peak Reverse Voltage VRWM 

DC Blocking Voltage VR 

RMS Reverse Voltage VR(RMS) 71 V 

Mean rectifying current IO 0.15 A 

Forward Continuous Current IFM 0.3 A 

Non-repetitive Peak Forward Surge Current @ t=1 us IFSM 2 A 

Power Dissipation PD 0.35 W 

Junction Temperature TJ 150 ℃ 

Storage Temperature TSTG -55 ~ +150 ℃ 

ELECTRICAL CHARACTERISTICS (Ta=25℃ unless otherwise noted) 

Parameter Symbol Test Condition Min Max Unit 

Forward Voltage VF 

IF =1mA 0.715 V 

IF =10mA 0.855 V 

IF =50mA 1.0 V 

IF =150mA 1.25 V 

Reverse Current IR 
VR =20V 25 nA 

VR =75V 1 µA 

Diode Capacitance CD VR=0V, f=1MHz 2 pF 

Reverse Recovery Time trr 
IF=IR=10mA，Irr=0.1*IR, 

RL=100Ω 
4 ns 

SOD-123 

     T4
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Typical Electrical and Thermal Characteristics 
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Capacitance Characteristics

8 12

REVERSE VOLT AGE    VR    (V)

C
A

P
A

C
IT

A
N

C
E

 B
E

TW
E

E
N

 T
E

R
M

IN
A

LS
C

T  
  (

pF
)

Power Derating Curve

P
O

W
E

R
 D

IS
S

IP
A

TI
O

N
   

 P
D
   

 (m
W

)

AMBIENT TEMPERATURE    Ta    (℃)

0.3

3

30

300

3

30

300

3000

Forward    Characteristics

T a
=1

00
℃

T a
=2

5℃

FO
R

W
A

R
D

 C
U

R
R

E
N

T 
   

I F  
  (

m
A

)

0.4 0.8 1.2

FORWARD VOLTAGE    VF    (V)

Reverse    Characteristics

Ta=100℃

Ta=25℃

R
E

V
E

R
S

E
 C

U
R

R
E

N
T 

  I
R
   

 (n
A

)
REVERSE VOLTAGE    VR    (V)



  1N4148W

http://www.sh-greenpower.com Shanghai GreenPower Electronics Co.,Ltd. 3 

SOD-123 Package Outline Dimensions 
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Symbol 
Dimensions In Millimeters 

Min. Typ. Max. 

A 3.45 3.65 3.85 

B 2.55 2.65 2.75 

C 0.45 0.55 0.65 

D 1.50 1.60 1.70 

E 0.09 0.105 0.12 

F 0.95 1.15 1.35 
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